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Page 9 
2.9.1 Accuracy 


Replace the second paragraph of this subclause by the following: 


For an accessory, the closeness of the marked value to the conventional true value. 


Page 13 
4.3 Conditions for the determination of intrinsic error 

Replace, page 14, the first paragraph by the following: 

The recorded value of the measurand is read from the chart. If the value is read from chart 


lines, an appropriate correction shall be made to take account of the accuracy of the 
distance apart of the chart lines. 


Page 14 

4.4.1 Limits of the dead band 

Replace the title and text of this subclause by the following: 
4.4.1. Maximum value of the dead band 


Under reference conditions, the dead band is included within the intrinsic error. 


The dead band may exceed the value corresponding to the permissibie error when one 
(and only one) influence quantity is within its nominal range of use, all the other influence 
quantities being ai their reference values or within their reference ranges. This increase in 
the value of the dead band shall not exceed the permissible variation for that influence 
quantity. 
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Page 15 

Subclause 5.1.2.1 

Replace this subclause by the following 

5.1.2.1 For values of the nominal range of use beyond the reference range (or reference 
value), the variation shall not exceed the values given in Table Il. 
Page 19 

7.2 Preferred values for sensitivity 

Replace the second line by the following: 

value of measurand/millimetre 

Page 21 

Subclause 8.3.5 


Replace column 7 in Table Ill by: 
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